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Anhydrous Ammonia Manufacturing Technique

DATE:
November 17, 2004

Most of us have heard that Meth cookers have developed a method for manufacturing anhydrous ammonia.  I personally did not have any information on what the process entailed until recently.  The attached photographs were taken of a dismantled anhydrous ammonia system that was used by meth cooks.


There are some dangers that are associated with this method that we need to be aware of.  If something similar to this is located you should be aware that the anhydrous cooker creates anhydrous ammonia for a period of time after the meth cook has completed his cook.  Any items suspected of being used for this process should not be stored in an enclosed location.


The process includes the use of a tank, fertilizer, cold compress chemicals, red devil lye, and sulfuric acid.  Meth cooks empty the chemical contents of cold compress packs, fertilizer, Red Devil Lye, and sulfuric acid into a tank.  The chemical reaction creates a gas that is channeled through a tube of copper which becomes cold from the chemical reaction.  This process turns the vapor into liquid form and the liquid is captured into a bottle.  This liquid is then stored in a tank for future use to manufacture methamphetamine.  


I am not absolutely sure how this process works and I’m sure there are variations to this process.  I hope these pictures will assist you in determining whether or not you have stumbled across a working anhydrous ammonia manufacturing system.  If you have additional information in regards to this system please send me any information you have.
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